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HAOHUA tire provides cus-
tomized products according
to market requirement. Keep-

ing optimize tire performance
and developing popular
products to build a trusted
brand to distributors and
end-users.

Shandong Haohua Tire Co., Ltd was founded in
1997, which is a professional tire R&D and manu-
facturing enterprise concentrates on tire industry
only. The company has 2 manufacture plants in
China and Vietnam with total production capacity
42 million pes of PCR and 9.6 million pcs of TBR.
HAOHUA TIRE has focused on tire industry more
than 20 years and the sales network covers more
than 100 countries and regions in Asia, Europe,
America and Africa.

HAOHUA tire producing high quality tires
and delivering the quality commitments
to provide customers with the best value
and experience. The sustainable busi-
ness model leads to win-win cooperation
between manufacturer, distributors and
end-users.

History

1997

Huadong Rubber
factory established

2006

Huadong TBR workshop
put into production

2017

PCR factory 2nd Phase work-
shop is Ready, totally PCR .

2012

PCR new factory Phase
1 start to produce tire.

2018

TBR factory 2nd Phase work-
shop start to produce TBR
tire.

2015

TBR New factory Phase
1 start to produce tires
in late of 2014.

2024

New Vietnam factory project
start, with new production
capacity 12million PCR and
2.4million TBR pcs/year.
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PRODUCT FEATURES

+ Lateral and longitudinal shallow groove on pattern provide excellent traction and wet resistance

+ Wide shoulder avoided abnormal wearness

- New design compound offers low heat generation and wear resistance.

PRODUCT SPECIFICATIONS

11R2.5 GS03 18PR 149/146 M 8.25 7160/6610 930 135 17.0 1048 2719
11R2.5 GS03V 18PR_ 149/146 M 8.25 7160/6610 930 135 17.0 1048 2719
11R24.5 GS03V 18PR 152/149 M 8.25 7830/7160 900 131 17.0 1100 279
245/70R17.5 GS03 18PR 143/141 J 7.50 6005/5675 875 127 15.0 788 247
245/70R19.5  GS03 18PR J 7.50 6005/5675 850 123 155 838 247
275/70R22.5  GS03 18PR J 8.25 3650/3150  7830/6940 900 131 16.0 B4 282
275/70R22.5  GSQ3V 18PR J 8.25 3550/3150 78306940 900 131 16.0 B4 282
275/80R22.5 GS03 18PR A 8.25 3250/3000 _ 7160/6610 900 131 16.0 1014 288
275/80R22.5  GSO3V 18PR M 8.25 3250/3000  7160/6610 900 131 16.0 1014 288
205/75R225  GS03 18PR  149/146 M 9.00 3250/3000  7160/6610 900 131 16.0 1014 288
GS03V 18PR  149/146 M 9.00 3250/3000  7160/6610 900 131 16.0 1014 288

GS03 18PR_ 154/151 M 9.00 3750/3450  8270/7600 900 131 17.0 1039 2%

GS03v 18PR M 9.00 3750/3450  8270/7600 900 131 17.0 1039 22

315/80R22.5 GS03 20PR S7/18 M 9.00 4125/3750 _ 9095/8265 900 131 175 1078 310
315/80R22.5  GS03V 20PR  157/154 M 9.00 4 3750 9095/8265 900 131 175 1078 310
7.00R16 GS03 14PR__ 118/114 L 5.50F 1320/1180 _ 2910/2600 770 112 130 772 202
7.50R16 GS03 14PR 123/119 L 6.00G 1550/1360 _ 3415/3000 770 112 140 802 215
11.00R20 GS03 18PR__ 152/149 K 80 3550/3250  7830/7160 930 135 18.0 1083 20
12.00R20 GSm3 20PR  156/153 K 85 4000/3650 88208050 900 131 18.0 1118 310

S=Single D=Dual; 1inch=25.4mm 1KPA=0.142PS| 1KG~2.2LBS




PRODUCT FEATURES

- Wave pattern V-shaped groove bottom design and groove wall stripe design can effectively prevent stone inclu-

sion and improve tire durability.

The continuous closed shoulder design improves wear resistance and anti-eccentric wear performance to meet

PRODUCT FEATURES

+ New contour design makes the tires better uneven wear resistance.
+ Reinforced frame materials, low claim rate.

+ Super wear resistance formula design, longer service life.

" PRODUCT SPECIFICATIONS

| Maxlead |  Pressure | 'l’rld
ﬂﬂﬂﬂ.mmmn =
(ll-) h'll

12R225 GS17 18PR  152/149 M 783007160 930 135 18.0 1082

v the driver's long-distance driving needs.

m

9] + Wide tread and shoulder inverted arc design, the ground force of the tire is more uniform, the wear resistance is

(@] )

)2> improved while the steering ability is taken into account, and the handling performance is better.

=

o I PRODUCT SPECIFICATIONS

z L —
Depth | Diameter

e EE RN -l

sl 12R2.5 GS07__ 18PR_ 152/149 M 9.00  3550/3250  7830/7160 930 135 17.0 1079 2%

9 12R225  GSO7K  18PR  152/149 M 900  3550/250 783077160 930 135 17.0 1079

(@)

g S=Single D=Dual; 1 inch=25.4mm 1KPA=0.142PS| 1KG~2.2LBS
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S=Single D=Dual; 1 inch=25.4mm 1KPA=0.142PS| 1KG~2.2LBS
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PRODUCT FEATURES

- New contour design makes the tires better uneven wear resistance.

« Reinforced frame materials, low claim rate.

- Super wear resistance formula design, longer service life.

[' PRODUCT SPECIFICATIONS

-n. = “c
Depth | Diameter

= -mnn el

12R22.5 GS72 18PR_ 152/149 M 9.00 7830/7160 930 135 18.0 1082

265/70R19.5 GSs72 18PR  143/141 J 7.50 2725/2575  6005/5675 850 123 15.0 867 265

S=Single D=Dual; 1inch=25.4mm 1KPA=0.142PS| 1KG~2.2LBS

HOVOO | @VOH 440 | @vOYd 4408NO | TVNOID3d -

I PRODUCT FEATURES

- Five longitudinal ribs design enhances driving comfort and safety.
- Sipes on both shoulders provide better wet grip and traction.

+ Special tread compound can minimize the rolling resistance and increase fuel efficiency.

+ Optimum casing design increases casing toughness and improve the retreadability.

" PRODUCT SPECIFICATIONS

| Maxload |  Presswe | Trea Over,
-ﬂﬂﬂﬂ.mmmn |
(mm) (mm)

2180/2060  4805/4540 850 123

215/75R17.5 J 14.0 764 215
285/75R17.5 6351 1&"R 143/141 J 6 75 2725/2575  6005/5675 875 127 14.5 733 235
225/80R17.5  GS51 18PR_ 123/122 L 6.75 1550/1500  3415/3305 760 110 16.0 805 26
295/80R22.5  GS51 18PR__ 154/151 M 9.00 3750/3450  8270/7600 900 131 17.0 1039 22
315/70R22.5  GS51 20PR__ 154/150 M 9.00 3750/3350  8270/7390 900 131 17.0 1007 312
315/80R22.5  GS51 20PR__ 157/154 M 9.00 4125/3750  9095/8265 900 131 17.5 1078 310
385/55R22.5  GS51 20PR 160 K 12.25 4500 9920 900 131 15.5 996 383
385/65R225  GS51 24PR 84 K 1.75 5000 11000 B0 135 17.0 1074 380

S=Single D=Dual; 1inch=25.4mm 1KPA=0.142PSI 1KG~2.2LBS

B

COACH | OFF ROAD | ON&OFF ROAD - LONG HAUL




PRODUCT FEATURES

Uniform pressure distribution, excellent wear res

tance of grounding marks, and effective anti-€

+ Deep groove design, longer tire life

+ High wear-resistant molecular materials are used to effectively reduce tire rolling resistance and save fuel

+ Zigzag pattern groove wall, V-shaped groov

bottom design, can effectively prevent pattern groove cracks and

reduce tire stone inclusion

PRODUCT SPECIFICATIONS

18PR 149/146 M 7160/6610 960

11R22.5 M 7160/6610 B0
12R22.5 M 7830/ B0
295/60R22.5 M 7390/6780 900
315/60R2.5 E 8820/7390 900
315/70R2.5 M 8270/7390 00 312

Single D=Dual; 1 inch=25.4mm 1KPA=0.142PS| 1KG~2.2LBS

(7]




PRODUCT FEATURES

+ G series pattern - wider tire tread and more than 70% ground contact area ensure longer one-time driving mileage

+ Bekaert brand steel cords are used to greatly improve the strength of the carcass

- Larger pattern block design increases driving capacity.

PRODUCT SPECIFICATIONS

215/75R17.5  GDO1 18PR J 850 123 15.0 766
R1 GDO1 18PR J 875 127 15.5 795

GDo1 18PR M 900 131 20 1049

20PR M 900 131 20 1087

S=Single D=Dual; 1 inch

25.4mm 1KPA

0.142PSI 1KG

2.2LBS



§

S=Single D=Dual; 1 inch=25.4mm 1KPA=0.142PS| 1KG~2.2LBS

E

o T
I + Wider tire tread ensure longer one-time driving mileage. + New tread compound generates less heat and improves wear resistance by 30%. I
+ Bekaert brand steel cords are used to greatly improve the strength of the carcass. « The apex is higher and give more support to sidewall.

=
m 2
% * Larger pattemn block design increases driving capacity. - Bead strength is increased by using more steel wire while increasing the height of steel chafer . %
Z O
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o I PRODUCT SPECIFICATIONS [ PRODUCT SPECIFICATIONS a
% -, -z:m— T- Tread 8
e mmn ) = e mmmn e -
:'.11 11R2.5 GD12 149146 M 7160/6610 21.0 12825 GD59  18PR 152/149 M 9‘00 3550/3250  7830/7160 930 135 20 L,_,_"
- 11R25 GD12V ISPR 1497146 M 7160/6610 21.0 1056 31580R25 GD59 20PR 157/154 M 4125/3750  9005/8265 900 131 245 1092 310 (&)
(@) 31570225 GD12___20PR__154/150 M 9 oo 3750/:1350 8270/7390 900 131 230 1020 312 o
JU> 315/80R225 GD12  20PR  157/154 M 900  4125/3750 9005/8265 900 131 240 1091 310 S=Single D=Dual; 1 inch=25.4mm 1KPA=0.142PS| 1KG~2.2LBS %
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PRODUCT FEATURES

* Open shoulder design improve traction.

+ Four main tread grooves provide excellent handling stability for a comfortable ride.

* The specialised tread compound provides excellent wear resistance.

[ PRODUCT SPECIFICATIONS

Standard | Maxtoad [ Presswe | Tread | Overall | Section
me oo e | | |
(mm) (mm) (mm)

292

205/80R22.5  GD79 18PR_ 154/151 131 210 1047
315/70R25  GD79 20PR  154/150 L 900 3750/&'50 &70/7.3% 900 131 230 1020 312

S=Single D=Dual; 1 inch=25.4mm 1KPA=0.142PS| 1KG~2.2LBS

HOVYOO | AVOH 440 | dvOd 4408NO | TWYNOIOD3d -

PRODUCT FEATURES

* Open shoulder design improve traction.
+ Four main tread grooves provide excellent handling stability for a comfortable ride.

+ The specialised tread compound provides excellent wear resistance.

[" PRODUCT SPECIFICATIONS

Tread
ﬂ-l
Depth l‘l

315/80R22.5 GD06 20PR  157/154 M 4125/3750  9005/8265 900 131 245 1092 310

S=Single D=Dual; 1 inch=254mm 1KPA=0.142PS| IKG~2.2LBS

COACH | OFF ROAD | ON&OFF ROAD - LONG HAUL



' PRODUCT FEATURES

« V-shaped groove bottom design improves the anti-rock performance of the tire.

NVYH SNOT

+ Wave-shaped sipe design improves the grip performance on wet ground.

+ Open shoulder design ensures good heat dissipation performance.

+ Optimize the contour design to provide excellent driving and stronger traction performance.

[ PRODUCT SPECIFICATIONS

ndard | Maxload | Presswe | m-i
e Lo e | 5

12R22.5 8PR _ 152/149 3550/3250  7830/7160 135
265/70R19.5 GDDS 18F'R 143141 7.5 2725/2575 6005/5675 850 123 165

S=Single D=Dual; 1 inch=25.4mm 1KPA=0.142PS| 1KG~2.2LBS

P

HOVYOO | AvOYd 440 | dvOd 4408NO -

PRODUCT FEATURES
- G series pattern - wider tire tread and more than 70% ground contact area ensure longer one-time driving

mileage.
- Bekaert brand steel cords are used to greatly improve the strength of the carcass.

- Larger pattern block design increases driving capacity.

I PRODUCT SPECIFICATIOHS

Overall | Section
I.BM) (llI) (mm)
24 O

11R22.5 GD17 18PR__ 149/146 M 7160/6610 2719

11R24.5 GD17 18PR_ 152/149 M 3550’3250 7830/7160 131 1110 279

275/80R22.5  GD17 18PR__ 149/146 M 3.25 3250/3000 _ 7160/6610 QD 131 24,0 1030 288
M

205/75R2.5  GD17 18PR  149/146 9.00 32503000 7160/6610 900 131 240 1030 288

S=Single D=Dual; 1inch=25.4mm 1KPA=0.142PS| 1KG~2.2LBS

COACH | OFF ROAD | ON&OFF ROAD - LONG HAUL



PRODUCT FEATURES

- Special tread pattern to minimize irregular wear.
+ Optimal transmission of forces in multiple road conditions through new tread compound.

- Unsurpassed mileage performance in all load conditions due to its optimized contour.

[" PRODUCT SPECIFICATIONS

| Maxload | Presswre | Overall
Diamete:

(mm)

3750/3450  8270/7600 900 131 220 1049
1049

Section
Width
(mm)
292

S=Single D=Dual; 1 inch=25.4mm 1KPA=0.142PS| 1KG~22LBS

295/80R22.5  GD18 18PR_ 154/151
205/80R225 GD18L  18PR  154/151 BCO 3750/3450  8270/7600 900 131 220

EEA coie/

HOYOO | @vOd 440 | avOd 440%8NO -

PRODUCT FEATURES

« Advanced tread compounding for maximum fuel efficiency.
« Durable casing for premium retreadability and enhanced mileage.

- Solid shoulders and increased footprint contact area delivers superior traction and stability.

I" PRODUCT SPECIFICATIONS

‘lrnl
i

11R2.5 GD19 18PR__ 149/146 K 8.25 7160/6610 135 250
11R24.5 GD19 18PR  152/149 K 825 3550/3250 7830/7160 S(D 131 25.0
295/75R22.5 GD19 18PR  149/146 M 9.00 3250/3000 7160/6610 900 131 240

S=Single D=Dual; 1inch=25.4mm 1KPA=0.142PS| 1KG~2.2LBS

:

COACH | OFF ROAD | ON&OFF ROAD - LONG HAUL



Lateral and longitudinal shallow groove on pattern provide excellent traction and wet resistance.
Three Polyline groove desgin makes tire can suitable for more road situation.
Wide shoulder avoided abnormal wearness.

Wider tread design gives more contact area with road and balance the street better.

New design compound offers low heat generation and wear resistance.

I PRODUCT SPECIFICATIONS

Overall
ﬂﬂﬂﬂ-mmnn =
9 CO

12R2.5 18PR__ 152/149 M 7830/7160 136
12R22.5 GD02+ 18PR_ 152/149 M 7830/7160 136
315/80R22.5 GD02 20PR  156/150 K 9.00 4000/3350 8820/7390 850 123 24 0 1091

S=Single D=Dual; 1 inch=25.4mm 1KPA=0.142PS| 1KG~2.2LBS

P

HOVOO | @VOH 440 | avOY 4408NO -

PRODUCT FEATURES

New tire tread compound, new technology structure supports excellent tire loading capacity.

Shoulder reinforcing rib design, better adapt to complex road conditions.

The open shoulder design makes excellent heat dissipation performance, ensures the tires durable.

I" PRODUCT SPECIFICATIONS

325/95R24 GD22 164/162 K 5000/4750 11000/10500

8.25R16 GD22 18PR_ 132/128 K 6.&H 1800/1600  3970/3525 870 126 19.0 857 234
10.00R20 GD22 18PR  149/146 G 75 3250/3000 7160/6610 930 135 19.0 1056 276
12.00R20 GD22 20PR  156/153 J 8.5 4000/3650  8820/8050 900 131 19.5 1121 310
12.00R24 GD22 20PR_ 160/156 K 85 4500/4000 9920/8820 850 123 2.0 1223 316
12.00R20 GD2+ 20PR  156/153 J 85 4000/3650 8820/8050 900 131 195 1121 310

S=Single D=Dual; 1 inch=25.4mm 1KPA=0.142PS| 1KG~2.2LBS

COACH | OFF ROAD | ON&OFF ROAD - LONG HAUL



- Maximized traction in soft soil and mud through massive, openlateral shoulder grooves. - High quality raw materials improve tire wear resistance, anti-block dropping, anti groove cutting performance.
+ The upgraded tread formula design reduces heat generation while ensuring tear resistance.

+ Aggressive direction tread with robust tread blocks providing extra traction for on&off road condition. * The use of super strong steel wire, zero degree design reduces the risk of tire burst.

+ Reinforced bead design, double-layer nylon ensure loading performance.

+ Special rubber compound ensuring more resistance to cuts and tearing.

I PRODUCT SPECIFICATIONS " PRODUCT SPECIFICATIONS

-ﬂﬂﬂﬂlmmn -ﬂﬂﬂﬂlmmmn

.
(mm) (mm)

J 240 1090 13R2.5 GD26 156/150 G 975 4000/3360 127 1120 317
13R225 Gma 156/150 J 975 127 20.0 1120 317 10.00R20 GD26 1a°R 149/146 G 7160/6610 190 276
275/80R25  GD16 18PH 149146 K 825 325w3000 7160/6610 900 131 24.0 1030 288 11.00R20 GD26 18R 1521149 G s.o 3560/3250 7830/7160 sao 135 21.0 1089 290
205/75R225 _ GD16 18PR_ 149/146 M 9.00 3250/3000 _ 7160/6610 900 131 24.0 1030 288 12.00R20 GD26 _ 20PR_ 156/153 G 85 4000/3650 _ 8820/8050 900 131 20 1126 310
295/80R25___GD16___ 18PR__ 154/151 K 9.00 __ 3750/3450 _ 8270/7600 900 131 230 1051 292 1200R20  GD26+ 20PR 156153 G 85  4000/3650 8820/8050 900 131 20 1126 310
315/80R25 GD16 __ 20PR 156150 K 9.00  4000/3350 8820/73%0 850 123 240 1091 310
315/80R25 GD16+ 20PR 1561150 K 9.00  4000/3350 8820/7390 850 123 240 1091 310 S=Single D=Dual; 1 inch=25.4mm 1KPA=0.142PS| 1KG~22L8S
315/80R25 GD16+ 22PR  167/164 D 900  5450/5000 12000/11000 930 1% 240 1091 310

S=Single D=Dual; 1 inch=25.4mm 1KPA=0.142PS| 1KG=22LBS

HOVOO | @vod 440 - IVNOID3YH

COACH | OFF ROAD - REGIONAL LONG HAUL



PRODUCT FEATURES
« Big block deep pattern provides strong grip and excellent service life under harsh road conditions.

+ Special compound, special reinforcement and vulcanization system and proprietary mixing process improve the
cutting and puncture resistance.

+ New crown structure improves the puncture resistance and loading capacity.

+ The reinforced design of bead tum up effectively reduce the deformation of the carcass and improve the loading

capacity.

I PRODUCT SPECIFIGATIOHS

Tread
"E i Loon | | e | | S
(mm) (mm)

295/80R2.5  GD25 18PR  154/151 K 9 00 375(0/3450  8270/7600 900 131 24.5 1054
326/95R24 GD25 2PR __ 164/162 K 500004750 11000410500 900 131 220 1227 316
12.00R24 GD25 20PR  160/156 K 8 5 450004000 99208820 850 123 220 1227 316

S=Single D=Dual; 1inch=25.4mm 1KPA=0.142PS| 1KG~2.2LBS

HOVOO - avoY 4408’NO | TvNOID3H

PRODUCT FEATURES

- The ladder-shaped ditch wall and bottom anti clamp stone desig and the thickened base rubber design
efficiently improve the puncture resistance performance.

+ The super strength four layers steel wire plus zero degree explosion-proof design improve the heavy
loading capacity and reduce the hidden danger of tire burst.

+ Upgraded tread comound design improves tear resistance.

- Reinforced bead design, double layer nylon cloth to ensure loading performance.

[ PRODUCT SPECIFICATIONS

Section

(mm)

11.00R20 GD28 18PR__ 152/149 3550/3250  7830/7160 930 135 235 1094 290
12.00R20 22PR 158/155 4250/3875  9370/8540 970 4 26.5 1135 310
12.00R20 GD28+ 22PR  158/156 F 85 4250/3875 937048540 970 141 285 1139 310

Tread
--ﬂlﬂ o

S=Single D=Dual; 1inch=25.4mm 1KPA=0.142PS| 1KG~2.2LBS

COACH - ON&OFF ROAD | REGIONAL LONG HAUL



I PRODUCT FEATURES PRODUCT FEATURES

- High-strength steel cords and reinforced beads provide excellent load-carrying performance. - Special tread compound provides outstanding cut and tear resistance.
« Lateral strong tread blocks provide excellent driving and braking ability, which suitable for mining and « Widened groove design supports excellent grip for the product.
m) construction application.
m
% - High strength carcass and reinforced bead provide excellent heavy loading performance.
jz> - Optimized tread compound provides superior cut and tear resistance.
=
o
— | pRODUCT SPEGIFIGATIOIIS [ PRODUCT SPECIFICATIONS
(@) nm-l tmd Section haiu
2 nhun- Width nu-m
o (u-) (mm) (mm) (lll)
O 11R22.5 GD31 __ 18PR 1491146 G e 25 7160/6610 930 135 230 1060 279 295/80R22.5 ~GD32  20PR  157/154  J 900  4125/3750
> 12R225 GD31 _ 18PR  152/149 J 7160 930 135 250
® 12225 GD31+ 18PR__ 152149 G 9,00 355%250 7&1)/71&) 930 135 250 1096 295 - - T . »
13R225 __ GD31___22PR__ 161156 J 975 _ AGO5/4000  10200/8820 930 135 240 1128 317 §=Shote D=0val 1 uch=2b S IKPA=0:142PG (KGR, 2L0S
11R24.5 GD31 __ 18PR_ 152/149 G 825  3550/3250  7830/7160 900 131 230 112 279
25/80R175 _GD31__18PR___ 12312 G 675 1550/1500  3415/3305 760 110 18.0 809 226
315/80R225 __GD31___22PR___ 167/164___F 900 5450/5000 12000/11000 930 135 245 1092 310
315/80R225 __GD31 ___2PR___16/164 D 900 5450/5000 _12000/11000 930 135 245 1092 310
325/95R24  GD31  24PR 167/164  F 900 5450/5000 12000/11000 900 131 31.0 1245 316
1200R20  GD31  22PR 158/1%  F 85  4250/3875  9370/8540 970 141 260 1134 310
1200R24 _ GD31 __ 24PR__ 167/164  F 85 5450/5000 12000/11000 900 131 31.0 1245 316
1200R24  GD31  24PR  167/164 D 85  5450/5000 12000/11000 900 131 31.0 1245 316
Q
)(2 S=Single D=Dual; 1 inch=25.4mm 1KPA=0.142PS| 1KG~2.2LBS
@)
4

COACH - ON&OFF ROAD | REGIONAL LONG HAUL
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PRODUCT FEATURES

» Upgraded tread compound design, as well as the tear resistance, excellent wear resistance.

- The use of super strength steel wire, four layers steel wire plus zero degree explosion proof design, improve the
heavy loading performance.

+ Reinforced rib design, prevent block fall, and the anti clamp stone design improves the self cleaning.

- The reinforced bead design improve the tire's loading performance.

I PRODUCT SPECIFIOATIOHS

Overall | Section

mmnn el
(mm) (mm)
861 234

8.25R16 210

10.00R20 149/146 3250’3000 7160’6610 21.0 1060 276
11.00R20 GD?Q 18PR 152/149 8 0 35503250 7830/7160 9(!) 135 250 1097 290
12.00R20 GD29 22PR  158/156 85 4250/3875 9B70/8540 970 141 26.0 1134 310

hl[o](o](n}

S=Single D=Dual; 1 inch=25.4mm 1KPA=0.142PSI 1KG~2.2LBS

I" PRODUCT FEATURES

- Special tread compound provides outstanding cut and tear resistance.
+ Reinforced belt structure, providing excellent strength performance.

- Widened groove design supports excellent grip for the product.

« High strength carcass and reinforced bead provide excellent heavy loading performance.
I PRODUCT SPECIFICATIONS

verall Sl
I!hlm
"‘“"‘" el =

13R22.5 GDSO 2PR  161/156 9.75 4625/4000  10200/8820 930 135 126 317
12.00R20 GD30 2PR  158/155 D 85 4250/3875  9370/8540 970 141 1R 310

S=Single D=Dual; 1 inch=25.4mm 1KPA=0.142PS| 1KG~2.2LBS

COACH - ON&OFF ROAD | REGIONAL LONG HAUL
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PRODUCT FEATURES

« The unique tread formula for mining, providing excellent tear resistance and puncture resistance in harsh road

conditions

- The ST steel wire and the reinforced bead design assure heavier loading capacity.

+ Big block pattern provide strong driving performance on poor roads

PRODUCT SPECIFICATIONS

12.00R20 GD85 22PR 158155 D 85 4250/3875 9370/8540 970 141 330

1148 309

S=Single D=Dual; 1 inch=25.4mm 1KPA=0.142PS| 1KG~=2.2LBS




PRODUCT FEATURES

- Wide tread and new profile design make the grounding more uniform and better wear resistance

+ Individually design tread compound makes the pattern more wear resistant under pavement

The use of high-strengh carcase and belt steel wire provides excellent tire load-carrying performance

PRODUCT SPECIFICATIONS

385/65R22.5 GTO7L 24PR 164 K 1.75 5000 11000 930 135 155 1071 380

S=Single D=Dual; 1inch=25.4mm 1KPA=0.142PS| 1KG~22LBS




PRODUCT FEATURES

+ New tread compound ensures cool operating temperatures.

« Zigzagged grooved reduce stone retention.

« Optimized bead structure for better durability.

l PRODUCT SPEGIFIGATIOHS

--Iﬂﬂ bl
13
&30

425/65R225  GT11 2PR 166 K 1225 11700 1 15.5 1144
445/65R22.5 G 20PR 169 K 13.00 12800

155 1144

S=Single D=Dual; 1 inch=25.4mm 1KPA=0.142PS| 1KG~22LBS

33 G

HOVYOO | @vOYd 440 | @vOd 4408NO | TVNOID3H -

|

|
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I PRODUCT FEATURES

« Excellent anti-skid ability and excellent high-speed performance.

« Four zigzag grooves are designed to balance the tread pressure and avoid abnormal wear.

+ Unique tread formula, low heat generation, strong wear resistance.

+ Special formula design brings low rolling resistance and effectively reduces fuel consumption.

I" PRODUCT SPECIFICATIONS

il lt
BRI GESSEESEEE

38/65R25  GTOBV 24PR 164 11000 1074

S=Single D=Dual; 1 inch=25.4mm 1KPA=0.142PS| 1KG~2.2LBS

COACH | OFF ROAD | ON&OFF ROAD - LONG HAUL



PRODUCT FEATURES

« Four zig-zag shape grooves with closed shoulder and low void ratio can supply rolling resistance and

NVYH SNOT

wear-resistance to achieve a longer service lifetime.
+ Special tread compound lowers heat generation and support excellent resistance against possible damage.

+ Robust casing and bead designs improve the performance of overloading.

[ PRODUCT SPECIFICATIONS

[ Mmload | pressne | Overal | Section
- EEDEINEN .

(mm)

385/55R2.5 GT58 20PR 160 K 12.25 4500 9920 900 131 383

5000 380

385/65R22.5 GT58 24PR 164 K 11.75 11000 930 135 18.0 1076
385/65R22.5 GT58 26PR 167 J 1.7 5450 12000 930 135 180 1076 380

S$=Single D=Dual; 1 inch=25.4mm 1KPA=0.142PS| 1KG~2.2LBS

P

HOVYOO | AvOd 440 | dvOd 4408NO -

PRODUCT FEATURES

+ Special CHIP AND CUT COMPOUND to enhance durability for severe conditions.

+ The wider, deeper grooves with enhanced stone ejectors will prevent stone drilling and maximize removal
mileage.

+ Enhanced tread compounding and four-belt structure yield outstanding durability.

« Applied tie bars prevent irregular wear and reduce noise.

[ PRODUCT SPECIFICATIONS

| Maxload | Pressure | Tread | Overall | Section

aipesd Rt Depth | Diameter | Width

(om) | (mm) | (mm)
K 1225 530 11700
5800 12800

Size
425/66R22.5  GT65 22PR 166 131 18.0 1149 454
69

900
445/65R225  GT65 20PR 1 K 13.00 830 120 18.0 1144 454

S=Single D=Dual; 1inch=25.4mm 1KPA=0.142PS| 1KG~2.2LBS

OACH | OFF ROAD | ON&OFF ROA - LONG HAUL







